LABORATORIES

(A

CERTIFICATION TESTING

INSPECTION

VANCOUVER, BC:
LOS ANGELES, CA:
WASHINGTON, DC:

TULSA, OK:

877.461.8378 ph
909.483.0250 ph
540.636.9445 ph
918.437.8333 ph

. | 604.527.8368 fx.
. | 909.483.0336 fx.
. | 540.636.9414 fx.
.| 918.437.8487 fx.

TORONTO, ON
SEATTLE, WA
WEBSITE:

905.605.5444
425.512.8419
WWW.QAIL.ORG

ELECTRICAL LISTING PROGRAM

Customer: Silhouette Landscape Lights Ltd.
Class: Landscape Lighting systems
Location: Chilliwack, BC, Canada
Listing No. E10360
Project E10360-2101-02
No.
Report No. E10360-1303 Edition 2
Effective 2013-11-29
Date:
Last 2021-05-07
Revised
Date:
Expires: N/A
Standards: CSA C22.2 No. 250.7 — Extra Low Voltage Landscape Lighting Systems
CSA C22.2 No. 250.13 — LED Equipment for Lighting Applications
Product: Landscape Luminaires, Extra-low-voltage. Luminaire assemblies
Markings: Products are marked in a permanent manner where it is readily visible after
installation with the following:
a) Manufacturer's name or trademark
b) Model designation
c) Month and year of manufacture
d) Product ratings: voltage, frequency, watts
e) QAI file Number: E10360
f) The wording “CSA C22.2 No. 250.7 and CSA C22.2 No. 250.13”
g) Warning markings as required by the standards in English and French
h) QAI logo shown here:
{11
Models /
Ratings: Model Voltage Max. Description
Wattage
BL201 12V AC/DC 1.5W Structural glass block with LED strip
affixed to the bottom with epoxy resin
DL308 12V AC/DC 1.5W Triangle surface mounted deck light LED
strip affixed to the inside
FL1012 12V AC/DC 10W Rectangular flood light, fixed 10W LED
PL175 12V AC/DC 1.5W Hanging Lantern style path light,
replaceable G4 lamp
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PL185 12V AC/DC 1.5W Funky hockey stick shaped light with a
RL701 rail light installed inside it
PL1202 12V AC/DC 1.5W Bollard light, 2” diameter x 12” high.
Uses replaceable G4 lamp
PL2403 12V AC/DC 1.5W Bollard light, 3” diameter x 24” hight,
Fixed 1.5W LED
RL701 12V AC/DC 1.5W Rail light with 1.5W LED strip affixed to
a recessed channel
SP501M 12V AC/DC 3W Spotlight in miniature, fixed 3W LED
UWL601 12V AC/DC 6W Brass projector light, 6W LED MR16
replaceable LED lamp
UWL602 12V AC/DC oW Projector light, 9W fixed LED
UWL603 12V AC/DC 0.3wW Stainless steel marker light, fixed 0.3W
LED
UwL604 12V AC/DC 1w Stainless steel marker light, fixed 1W
LED (bigger than the UWL603)
UWL605 12V AC/DC 3W Dome style light, 3W fixed
UWL675 12V AC/DC 6W Stainless steel well light with slotted
opening, 6W MR16 replaceable LED
lamp LED
UWL685 12V AC/DC 6W Stainless steel well light with four
opening, 6W MR16 replaceable LED
lamp LED

Notes:

Suitability of the product in its final installation is subject to inspection by the

Authority Having Jurisdiction.

The materials, products or systems listed herein have been qualified to bear the QAI
Listing Mark under the conditions stated with each Listing. Only those products bearing the
QA Listing Mark are considered to be listed by QAI. No warrantee is expressed or implied,
and no guarantee is provided that any jurisdictional authority will accept the Listing found
herein. The appropriate authorities should be contacted regarding the acceptability of any
given Listing. Visit the QAI Online Listing Directory located at www.qai.org for the most up
to date version of this Listing and to validate that this QAI Listing is active. Questions
regarding this listing may be directed to info@gai.org. Please include the listing number in

the request.
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