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BUILDING PRODUCTS LISTING PROGRAM 
  
  

Customer: MR Canada Concepts 

Class: Stretched-Fabric Ceiling Systems  
Location: Laval, QC 
Website: www.mrcanadaconcept.com 

  
Listing No. B1118-1 
Project No. B1118-1, Edition 1 

Effective Date: November 5, 2018 
Last Revised Date: November 5, 2018 

Expires: <N/A> 
 

Standards: 
 

CAN/ULC S102.2 “Standard Method of Test for Surface Burning Characteristics of 
Flooring, Floor Coverings, and Miscellaneous Materials and Assemblies”. 
 

Product: 
 

Description 

MRCC – Stretch Ceilings 
 
MRCC – Strength Ceilings are fabric ceilings of low surface flammability, used in 
indoor applications for decorative interior finish. 
 
MRCC – Stretch Ceiling products are available in various colour and texture 
patterns. 
 

Markings: Product are labeled with the following information: 
 Manufacturer’s name, trademark, or other recognized symbol of 

identification, 
 Product name 
 QAI File Number B1118-1 
 Date of manufacture or date code on the label or stamp, 
 CAN/ULC S102.2 Flame Spread and Smoke Developed Rating (FSI ≤ 25, 

SDI ≤ 50) 
 Reference to QAI website www.QAI.org for details. 
 QAI logo shown here:  
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Models / Ratings: 
 

 
 
 
 

 
 

The following outlines surface burning characteristics of MR Concept Canada 
MRCC-Stretch Ceiling products evaluated to CAN/ULC S102.2: 
 

Model(s) Flame Spread Index 
Smoke 

Developed Index 
MRCC-Stretch Ceiling ≤ 25 ≤ 50 

 
 

Uses: 
 

MRCC-Stretch Ceiling products are used in both residential and commercial 
applications exposed to occupancies. 
 

Design, Installation & 
conditions of Use: 

 

Products evaluated by QAI to CAN/ULC S102.2 do not consider installation 
methods.  For installation of the MRCC-Stretch Ceiling products, please consult 
the manufacturers installation instructions. 
 

Notes: 
 

The materials, products or systems listed herein have been qualified to bear the 
QAI Listing Mark under the conditions stated with each Listing. Only those 
products bearing the QAI Listing Mark are considered to be listed by QAI. No 
warranty is expressed or implied, and no guarantee is provided that any 
jurisdictional authority will accept the Listing found herein. The appropriate 
authorities should be contacted regarding the acceptability of any given Listing. 
Visit the QAI Online Listing Directory located at www.qai.org for the most up to 
date version of this Listing and to validate that this QAI Listing is active. Questions 
regarding this listing may be directed to info@qai.org. Please include the listing 
number in the request. 
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